





Artwork Information

What Resolution Should my Scans be?

Your scans should be roughly 65 pixels per inch when printed at full size.
Below are tables for the rgb and cmyk minimum file sizes that you should supply.

CMYK
Height (Down) x Width (Across) in mm
mm 1,000 1,250 1,500 1,750 2,000 2,250 2,500 2,750 3,000 3,250
1,000 25 32 38 44 50 57 63 69 75 82
1,250 32 39 47 55 63 71 79 86 94 102
1,500 38 47 57 66 75 85 94 104 113 122
1,750 44 55 66 77 88 99 110 121 132 143
2,000 50 63 75 88 100 112 125 138 150 163
2,250 57 71 85 99 112 127 141 155 169 183
2,500 63 79 94 110 125 141 157 172 188 203
2,750 69 86 104 121 138 155 172 189 207 224
3,000 75 91 113 132 150 169 188 207 225 244
3,250 82 102 122 143 163 183 203 224 244 264
File size in Mb
RGB
Height (Down) x Width (Across) in mm
mm 1,000 1,250 1,500 1,750 2,000 2,250 2,500 2,750 3,000 3,250
1,000 19 24 29 33 38 43 47 52 57 61
1,250 24 30 36 41 47 53 59 65 71 77
1,500 29 36 43 50 57 64 71 78 85 92
1,750 33 41 50 58 66 74 82 91 99 107
2,000 38 47 57 66 75 85 94 103 113 122
2,250 43 53 64 74 85 95 106 116 127 137
2,500 47 59 71 82 91 106 118 129 141 153
2,750 52 65 78 91 103 116 129 142 155 168
3,000 57 71 85 99 113 127 141 155 169 183
3,250 61 77 92 107 122 137 153 168 183 198
File size in Mb

Always supply up-to-date colour proofs.
When supplying files, please ensure folders are correctly named and
include a contact name/telephone number. Artwork produced outside of these
specifications may result in additional charges and a delay in production.
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Artwork Information

Materials and Maximum Print Size:

The list below shows materials available with their maximum print width. Larger
sizes are made possible by fabricating pieces together either by welding or sewing.

Material Name Width Material Name Width
Fabric and Paper: Dye-Sublimation:
Poster Paper (blue and white backed) 1.37m Light Trevira 3m
Backlight Paper 1.6m Heavy Trevira 1.5m
Satin Poster Paper 1.6m Display Trevira 1.53m
Drop Paper 2.4m HT Coated Polyester 3m
OTR Paper 2.4m Polyester Canvas 1.5m
Bleached Canvas 2.75m Knitted Polyester Flag 3m
Unbleached Canvas 2.75m Polyester Satin 3m
Blackout Canvas 3.1m Vesta Weave 3m
Artist Canvas 3.2m Suede Sofa Fabric 1.45m
Raffa Canvas 31m Taffeta 3m
Digital Canvas 5m Sarin 1.6m
Digital Wallpaper 1.3m Opaque Satin 1.5m
Carpet Sm Opaque Cotton 1.5m
Torino 5m Sharkstooth Gauze 3m
Jetex 3.05m Knitted Voile 3m
Knitted Polyester Flag 5Sm
Flagknit 5m Vinyl:
Event Gauze 32m Budget Frontlight 3.2m
Light Trevira 5m Frontlight VCP 5m
Cotton Sheet 2.75m Frontlight VCP M1 5m
OPU Nylon 1.54m VCP (white fronted and black backed) 5m
Rip Stop 3m Backlight VCP 5m
Sharkstooth Gauze 5m Truckside VCP 3m
Euro-Fab 5m Decomesh PVC (pinprick holes all over) 2.7m
Decolit 251 (lightweight backlight PVC matt) 2.7m
Self Adhesive Vinyls: Linen Optic PVC (with textured linen finish) 2m
Clear 1.37m Black Backed 5m
Gloss (permanent) 2m Vinyl Mesh 5m
Gloss (removable) 1.62m Airtex 5m
Matt 1.52m Artist Light 5m
Matt Clear 2m Vision Photo-Cotton (ribbed cotton fabric) 3.2m
Translucent 1.37m Mermet 2.5m
Vehicle Wrap 1.37m Flexi floor 2m
Non Adhesive Free Vision 1.37m
Free Vision 1.37m

Always supply up-to-date colour proofs.

When supplying files, please ensure folders are correctly named and
include a contact name/telephone number. Artwork produced outside of these

specifications may result in additional charges and a delay in production.
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Telephone: 01223 833522
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Artwork Information

Materials and Maximum Print Size:

The list below shows materials available for flat-bed printing with their maximum
print size and thickness. Larger sizes are obtained by tiling.

Material Name Thickness

Flat Bed printing:

Foam PVC (8ft x 4ft) 3mm/5mm/11Tmm
Foam PVC (10ft x 5ft) 3mm/5mm

Foam PVC (3m x 2m) 3mm/5mm
Diabond (8ft x 4ft) 3mm

Diabond (10ft x 5ft) 3mm

Acrylic (8ft x 4ft) 3mm

Acrylic (8ft x 4ft) 6mm

Acrylic (10ft x 5ft) 6mm

Always supply up-to-date colour proofs.
When supplying files, please ensure folders are correctly named and
include a contact name/telephone number. Artwork produced outside of these
specifications may result in additional charges and a delay in production.
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